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Introduction
This is a configuration utility for Supermicro SIM IPMI products.

The main screen of [IPMI configuration utility includes following functions,

e [PMI Info : It includes information about Firmware Revision, Firmware Type and Device ID.
e [PMI LAN Setting : It includes MAC, IP Address type and VLAN setting

e Default User Account Setting : For setting default user name and password

e Reset : For resetting IPMI to factory default and resetting IPMI.

i 1PMI Configuration Utility 1.2 (Build 100601) Super Micro Computer, Inc, o] @ [k
[PMI Infa
Firmware Revision :  [01.10 Fimware Type :  |ATEN Reload Corfiguration |
Device 1D : 20 Advanced. .. | Open Shel ‘
|[PMI LAN Setting Default User Account Setting
MAC - 00:30:48:00:01:0E S ||-c,,31
IP Address type " Static IP = DHCP Password : |
IP address : | 192 . 168 . 12 . 174 ~. Password field is only for setting.
Gateway : | D .0 . 0 .
Subnetmask: | 255 . 255 . 255 S
=
| Feset to factory default Reset To Default
Cold reset IPMI card : Cold Reset
Set

IPMI LAN Setting

In the IPMI LAN Setting, you can set MAC, IP, Gateway and Subnet mask. For IP address type, there are
Static IP and DHCP type.

For VLAN setting, you can enable or disable VLAN tagging. Please specify VLAN tag once you enable
VLAN Tagging.

Default User Account Setting

This function is for setting default user name and password. It is useful once you lost your user name and
password.

Reset



You can reset to factory default by pressing "reset to default" button. All of the configuration will be
restored to factory default.
The Cold Reset button is for resetting IPMI card.

Reload Configuration
This button will reload the entire configuration.
Advanced

Pressing “Advanced...” button shows manual command dialog as following. This is for manually IPMI
commands testing.

Manual Cemmand @

Command : [§ 1] Execute |
Result - |00.20 01011002 BF 80 B3 00 OF 06
Format:

Command: NetFn Cmd [Datal DataZ.. ] ex: Get Device 1D Command === 06 01
Result: Completion Code, Response [Datal Data2.. ]

Open Shell

Pressing “Open Shell” button runs IPMICFG. That lets user to set IPMI command through keyboard
controller style (KCS) to the device that support Intelligent Platform Management Interface (IPMI) version
1.5 and version 2.0 specifications. You also can run it named ipmicfg.exe under “<app installed
folder>\ipmicfg”.
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IPMICFG>—?
IPMICFG-Windows version 1.88 <Build 18878%>
Copyright <G> Super Micro Computer, Inc. All rights reserved.
Uzage: [params]l (Example: —m 192_.168.1.123>
-m Show IF and MAG.
IP Set IP (format: .S D
Set MAC (format: IHH-HE- 00 HE- R0 0 .
Show Subnet Maszk.
Mazk Set Subnet Mask (fovmat: . S . HHEHD
—dhcp Get the DHCP status.
—dhcp on Enabhle the DHCP.
—dhcp off Disable the DHCP.
—-q Show Gateway IP.
—q IP Set Gateway IP <format: . SEH . HEHED
- BMC cold reset.
—garp Enable the Gratuitous ARP.
—garp Disable the Gratuitous ARP.
—fd Reset to the factory default.
—wer Get Firmuware revision.
—wlan Get ULAN status.
—vlan on [ULANtagl Enable the ULAN and set the ULAN tayg.
If ULANtag is not given it wses previously saved value.
—wlan off Dizable the ULAN.
—raw Send a RAW IPMI request and print response.
Format: MetFn LUN Cmd [Datal ... DataMN]l.
IPMICFG>
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